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bi-metal saw for wood

for sawing any kind of wood,
provides highly effective performance
on hard wood, frozen wood

¥  andexoticwood



bi-metal
saw for wood

higher efficiency

2.0 N - extended durability
x ) lower demand on frequent service

enhanced sawing precision
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BQX 4 4 high resistance to wear and overheating
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- steel

saw'’s body: alloy steel
blade: tooth-tips made
of the M42 high-speed steel

- hardness of saw

saw’s body: 47-49 HRC
bi-metal teeth: 67-69 HRC

- rules of usage

B cooling:
BI.A“K SAEE Hn the saw requires very abundant

cooling to prevent overheating

- saw available: RO (set, sharpened) working time:

width (b) 34 mm 3h +12hresttime = sharpening

thickness (s) 0,9 mm | 1,17 mm sharpening:
pitch (t) 22,3 mm bakelite or borazone abrasive disk
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ULTIMATE STRENGTH

Ro-Ma Zaktady Narzedzi Skrawajacych
ul. Nadrzeczna 7, Siestrzen
96-321 Zabia Wola, Poland

Ro Ma tel. +4846|857 89 50, fax +4846|857 89 51

Trade Department
born to be sharp tel. +4846|857 89 55

fax +4846|857 89 54
M ACHINE CUTTING TOOLS export@ro-ma.pl| www.ro-ma.pl



